SHENZHEN TELIDE HIGH PRESSURE FLUID CO.,LTD.


“TELIDE” Safety Relief Valve Tester Requirement Sheets             

PS: Please write down necessary information as much as possible. 

And send documents back to mail: info@valvestest.com or benqpan@gmail.com  
So we can choose the most fitting safety valve test bench and quotation for you.
	Company name:        

	Contact name:

	E-Mail:                                
	Webpage:


	Medium : Water

	Test valve size (mm)
	Test pressure (bar)
	Test valve size (mm)  
	Test pressure (bar)

	DN15(1/2″)
	
	DN100(4″)
	

	DN20(3/4″)
	
	DN125(5″)
	

	DN25(1″)
	
	DN150(6″)
	

	DN32(1¼″)
	
	DN200(8″)
	

	DN40(1½″)
	
	DN250(10″)
	

	DN50(2″)
	
	DN300(12″)
	

	DN65(2½″)
	
	DN350(14″)
	

	DN80(3″)
	
	DN400(16″)
	

	Other sizes:

	Max. liquid test pressure: bar
	Min. liquid test pressure: bar

	Max. clamping force: Tons
	


	Medium: Air, Nitrogen gas (N2)

	Test valve size (mm)   
	Test pressure (bar)
	Test valve size (mm)  
	Test pressure (bar)

	DN15(1/2″)
	
	DN100(4″)
	

	DN20(3/4″)
	
	DN125(5″)
	

	DN25(1″)
	
	DN150(6″)
	

	DN32(1¼″)
	
	DN200(8″)
	

	DN40(1½″)
	
	DN250(10″)
	

	DN50(2″)
	
	DN300(12″)
	

	DN65(2½″)
	
	DN350(14″)
	

	DN80(3″)
	
	DN400(16″)
	

	Other sizes: 

	Max.gas test pressure: bar
	Max. clamping force: Tons

	Pressure gauge unit needed： X MPa  □bar  □psi  □psi/bar  □kg/cm²


	Available power supply : □220VAC/50HZ    X380VAC/50HZ   □ 

	Available driving air: bar     
	Available flow rate: NM3/min

	Water reservior required:                 
	Computer recorder required:

	Purchasing date forecast:
	Delivery date needed:         

	What are the main problems needed to solve by us: 
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